N
AN

manual

wer. 1/2014

www.kme.eu

AVATAR

KME Bluetooth interface

XKME
-
autogas systems

code: 731 000010

MANUAL

Q§>B KMEZ

wr - AYATAR

> Interface basic parameters

Bluetooth pairing code (passkey) 1234

Standard RS232 communication +5VTTL 9600b/s
Bluetooth Standard 2.0+EDR
Operating temperature -20°C... +80°C
Power supply +10V ... +15VDC

> Interface functions

@ Interface is designed to connect the gas controller (ECU) with computer software.

@ During operation, the interface creates a digital channel RS232 with speed
9600b/s between the gas controller (ECU) and computer software using
BLUETOOTH standard radio frequency

Interface has a single diode which informs about working status:

®

Diode is on permanently
the interface is connected, there is data
transmission

Diode blinks steadily
the interface is switched on (powered),
waiting for connection

> Using the interface

@ Connect interface to autogas black harness, and then turn the key in ignition
so that the gas controller (ECU) is powered.

@ Start Bluetooth on your computer. Pass the procedure of adding and
BLUETOOTH configuration of the interface (pairing configuration).
After passing the procedure interface will be automatically assigned to COM
ports.

@ Start current autogas software. Connection to the controller gas should be
established automatically to assigned COM port.

For more information about adding and BLUETOOTH configuration go to www.kme.eu
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> Podstawowe parametry interfejsu
Kod parowania Bluetooth (klucz dostepu) 1234
Standard komunikacji RS232 +5VTTL 9600b/s
Standard komunikacji Bluetooth 2.0+EDR
Temperatura pracy -20°C... +80°C
Napiecie zasilania +10V ... +15VDC
» Dziatanie interfejsu
@ Interfejs przeznaczony jest do taczenia sterownika gazowego z oprogramowaniem
komputerowym.
© Podczas pracy interfejs tworzy kanat cyfrowy w standardzie R5232 o predkosci
X 9600b/s miedzy sterownikiem gazowym a oprogramowaniem komputerowym
§ wykorzystujac droge radiowa standardu Bluetooth.
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Interfejs posiada pojedyncza diode LED informujaca o jego pracy:

®

Dioda jednostajnie mruga Dioda swieci
interfejs wilaczony (jest zasilany), interfejs potaczony, wystepuje transmisja
oczekuje na potaczenie danych

> Uzywanie interfejsu

@ Podtaczyc interfejs do wiazki instalacji gazowej, po czym wiaczyc stacyjke tak,
aby sterownik gazowy byt zasilany.

@ Uruchomi¢ modut Bluetooth na komputerze. Przeprowadzi¢ procedure
dodawania i konfiguracji interfejsu (parowanie).
Po wykonaniu tej procedury interfejs bedzie miat automatycznie przypisane
porty COM.

@ Uruchomi¢ oprogramowanie sterownika gazowego. Pofaczenie ze sterowni-
kiem gazowym powinno by¢ nawigzane na automatycznie przydzielonym
porcie COM.

Wiecej informacji o dodawaniu i konfiguracji modutu Bluetooth dostepne na www.kme.eu







